OVO ) TECH

OO capaCity: 3000-6500 eggs/hour The egg breaker imitates the work of human
hands by cracking the eggshells with the use of

/a//a/ . special knives. The machine’s high capacity is
RePIaceS' 14 people attributed to the use of a rotating knife

mechanism. After being cracked open, eggs
Power supply: 1 kW 230V 1/N/PE 50/60 Hz

. . slide down a separator, where yolks are

Dimensions: 1950x1163x1480 mm ’
L 1kW 110V 1/N/PE 50/60 Hz < separated from egg whites. This most hygienic
v . egg breaking method is an innovation by
» Mln:(mal ) 2950%x2165 mm OVO-TECH. After completion of the job, the
workspace: machine can be closed and cleaned with the use

of a CIP system.

Compressed .
3 P n/a @ Weight: 280 kg The RX-1 egg breaker breaks eggs using one row

air:
of highly specialized knife mechanisms. Eggs are
automatically fed into the machine from a belt
O Water: water from client's installation 9 Operated by: 1-2 persons feeder.
Yolk and white separation is accomplished with
MX-1, UX-1, UZS, PS-1, the use of a single, compact size separator. The
W Drain: n/a R Compatibility: built-in as standard machine is made out of stainless steel EN
VEL-30 1.4301 (AISI 304).
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