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FEATURES

e Can be fitted with more than 100 attachments and
accessories — nozzles, injecting needles, decorating
heads etc.

e Heavy duty stainless steel construction with 5”
swivel castors

¢ Sloped horizontal cover for improved food safety and
sanitation

e Easy to adjust working height (telescopic power lift frame)
e One-turn calibrated deposit speed dial

e Pneumatic control system designed to work in cold and
hot environments

UNIVERSAL 1000i FS

The worlds most versatile depositor with powerlift

The Universal 1000i Food Service is the industry most
versatile depositing system. It can be used for clean
depositing of relatively viscous to liquid products with and
without chunks such as batters, fruit fillings, sauces, delicate
mousse fillings, salad dressings, soups, deli salads and dairy
products.

This depositor can be fitted with a wide variety of
attachments and accessories including depositing heads and
handheld nozzles etc.

The unique powerlift feature allows the depositor to be
lowered for easy filling of the hopper an for adjusting the
working height to a desired and comfortable level.

The Universal 1000i Food Service filler is designed for
ultimate sanitation requirements in food service areas.

BAKERY » FOOD »

KEY BENEFITS
e Speed and portion accuracy

e Full wash down. All food contact parts are
dishwasher safe

e Tool free, quick cleaning and change-over design

e Large deposit range: 0.5 0z (14 ml) — 36 oz (1060 ml)

SYSTEM OPTIONS
e Dozens of hand-held and block mounted nozzles to chose from

e 14 US gallon (52 liter) conical hopper or 10 US gallon cylindrical
hopper with follower plate

e Selection of stirrers and heated hopper options

e Optional accessories for injecting or spraying
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http://www.unifiller.com/bakery-machine/universal
http://www.unifiller.com/food-machine/universal
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One turn speed dial

Clean design for ultimate

sanitation requirements

Product .
. . Deposit Volume (fl oz)
Cylinder Size
Min (15%) Max
3” 5.4 0z (160 ml) 36 oz (1060 ml)
2.5” 3.80z (110 ml) 25 oz (725 ml)
2” 2.3 0z (68 ml) 15 oz (440 ml)
1.5” 1.2 0z (35 ml) 8.0 0z (240 ml)
1” 0.5 0z (14 ml) 330z (98 ml)
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SPEED PARTICLE SIZE ELECTRICAL AIR
Up to 140 Up to 3/4” N/A 4 CFM
cycles per cube (19 mm) @ 80 psi

minute

(113 L/min
Based on @ 5.5 bar)
20% deposit Dimensions: Lx W x H
volume and S > 60 x 33 x 53”
product Hg (150 x 83 x 133 cm)

consistency

SHIPPING INFO

Machine Weight: 300 lbs
(135 kg)

Unifiller North America & Int.

Head Office Canada
(604) 940-2233
info@unifiller.com

www.unifiller.com

Unifiller Systems UK Ltd.
United Kingdom

01933 676005
customeruk@unifiller.com

www.unifiller.com

Unifiller Asia Pacific

Australia

+61 408 243 553
wilhelmh@unifiller.com

Injection

68“
1727 mm
A A
73
A" 1844mm
1040mm MAX

N

NOTE: Equipment quoted is designed to run at the quoted speed

Unifiller Japan
Osaka, Japan

072 943 3418
tetsus@unifiller.co.jp

Unifiller Europe GmbH
Germany

+49 7621 583 6310
info@unifiller-europe.com

www.unifiller.com

www.unifiller.co.jp www.unifiller-europe.com
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Item

Select

Notes

Item

Select

Notes

Base Machine

Standard

Attachment —Fixed
Nozzles

Drip Free Nozzle 1”

Hopper

Spot Depositor Kit

14 US Gal Conical

Drip Free Nozzle 1.5”

14 US Gal Conical Heated

Rotary Cut-Off Nozzle

10 US Gal Cylindrical w Follower
Plate

Twin Injection Nozzle % Short

Product Cylinder Kits
(Hot kits for product tempera-
tures of 140/180 °F)

Twin Injection Nozzle % Long

Twin Injection Nozzle % Short

lu

Twin Injection Nozzle % Long

1.5”

21’

2.5”

Attachment—Other

37

Pneumatic Stirrer

1.5” Hot

Electric Stirrer

2” Hot

Hopper Agitator

2.5” Hot

3” Hot

Accessories

Safe-T-Valve

Tool Tray

Standard

Photo Sensor

Hot

Depositor Locating Bracket

Attachment—Handheld
Nozzles

V-Block Centering Guide

Hand Held Nozzle 1”

Hopper Stopper

Hand Held Nozzle 1.5”

Portion / Fill Kit

Hand Held Nozzle 1.5” Rotary
Cut-off

Preventative Maintenance Kit




